
 

 

 

 

 

CITY OF TORRANCE 

3031 Torrance Blvd. 

Torrance, CA  90503 

 

B2014-22 
 

Bid for Pueblo Park Improvements 

 
ADDENDUM  # 4 

 

THE FOLLOWING CHANGES ARE HEREBY INCORPORATED INTO AND MADE A MANDATORY PART OF  
SUBJECT BID:   
 

The bid opening remains Wednesday, May 28
st

 at 3:00 PM in the City Clerk’s office. 
 
Ref: Sheet L-100 

 
 

Geotechnical recommendations as noted in sheet L-100. 
 
#1: Minimum 4” thick concrete with #3 bars at 24” o.c. both ways at mid height. Pre-saturate and compact subgrade to 
90% prior to placing concrete. 
 
#2: Minimum 6” thick concrete with 8”x8” thickened edge below slab  where exposed to landscape. Reinforce with #4 rebar 
@ 18” o.c. both ways at mid height. Pre-saturate and compact subgrade to 90% prior to placing concrete. 
 
#3: Minimum 4” thick concrete with #3 bars at 24” o.c. both ways at mid height. Pre-saturate and compact subgrade to 
90% prior to placing concrete. Dowel #3 bars into existing sidewalk at 24”o.c. 
 
 

Please return this addendum with your bid proposal. 
I hereby acknowledge receipt of this addendum. 
 
         ______________________________ 
         Name of Company 
 
                                                         ______________________________ 
          Address 
 
         ______________________________ 
          City         State             Zip Code 
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